SG-2000sp 


SLIMPAK HF-SSB 


Ai the power and 
refinement of the 
SG-2000, in a slightly 


SLIMMER form. 


Slimpak is, in ever 

way, a Class-leading SG-2000 

HF-SSB, yet with one important differ- 
ence: it measures a slim 3.6”H x 10.1”°W x 
13”D. This slimmer shape makes the Slimpak 
ideal for installations where there is plenty of 
depth available, but minimal height and width. 
Like under the seat of your car or truck, in an 
aircraft dash or behind the console of your 
sportfisherman. 

Really, anywhere space is tight, but where 
there’s no room for anything less than the 
features, refinement and performance of an 
SG-2000 HF-SSB. 
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No Compromise Communications 


The Slimpak offers a number of head 
options. Either the very popular, Standard 
SG-2000 Head; the SG-2000 PowerTalk™ 
DSP Head with spinner knob; the Basic 
Mobile Head; or the Aviation Head. The 
Aviation Head is specifically designed for air- 

craft instrument panel installations, 
yet it’s also perfect for any tight 
dimension installation. Of course, 
like the standard SG-2000 HF-SSB, 
Slimpak is fully compatible with 
your MS-DOS laptop or PC. 
Since electronically it is an 
SG-2000 HF-SSB, the Slimpak 
comes with the same 644 ITU and 
ham frequencies — including SITOR 
telex channels—permanently etched into 
memory. Along with 100 user 
programmable frequencies and easy 

Weatherfax connections. It’s a real 
powerhouse that produces a full 150 watts, at 
a frequency range of 1.6 to 30MHz. 
Engineered, assembled, and tested to survive 
the unforgiving mobile, marine, and airborne 
environment. 

The Slimpak. It’s every inch an SG-2000 
HF-SSB, ina slightly slimmer form. 


SG-2000sp, Slimpak, is fully 
compatible with MS-DOS 
laptops or PC’s 
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Remote Head Options 
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Standard SG-2000 Head 
Catalog# 04-11 
4.6"H x 10”W x 2”D 


SG-2000 PowerTalk™ 
DSP Head Catalog# 04-22 
4.75H x 10OW x 2D 


MS-DOS laptops 
or PCS ‘ 


Available where 
computers are sold. 


Aviation Head 
Catalog# 04-16 
1.6°H x 6.3°W x 7.8”D 


Basic Mobile Head 
Catalog# 04-15 
1.5°H x 5.8”W x 7.8”D, (6.3”W with bracket) 


The Slimpak is carefully engineered for simple, no-error 
installation. All connections and inputs are clearly labeled. Only premium 
components and assembly techniques are utilized. The Slimpak is 
engineered and built to reliably function in the most demanding 
conditions. 


150 watts PEP, 1.6 to 30 MHz 


SG-500 SmartPowerCube™ 


To get the most performance from your 
SG-2000sp, consider matching it with a 
12 volt SG-500 SmartPowerCube™ 
microprocessor controlled linear 
amplifier. The SG-500 is an intelligent 
power source that constantly monitors 
your Slimpak’s activities, power needs 
and antenna condition, and automatical- 
ly— in less than 15 milliseconds—selects 
the right broadband filter. It’s engineered 
to work reliably, essentially unattended, 
in the most demanding base station and 
mobile conditions. Catalog# 52-96 


500 watt 
Linear Amplifier 
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No Compromise Communications 
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Specifications: 


Frequency 
range TX: 
RX: 


1.6 to 30 MHz 
5 to 30 MHz 
Power Output: 150 watts PEP 
Input Voltage: 12 VDC 
Frequency stability: +/- 10 Hz 
Operating modes: A3A, A3H, A3J and 
CW in LSB and USB 
RF Input/Output: 50 Ohms 
RTTY, ARQ, FEC, 
PACKET: Ready and 
compatible 
(modem optional) 
AFSK Input/ 
Output impedance: 600 Ohms 
Computer 
Input/Output: RS-232 (optional) 
MS-DOS Version 
3.3 or higher, 
compatible computer 
required. 
Between all control 
heads 
Full remote control: up to 8 stations 
Microphone: Dynamic 
Approvals: FCC type approval, 
parts 80, 87, 90, 
DOC and CEPT 
(pending). Meets 
CCIR specifications. 


SGC Remote Head Options 


Standard SG-2000 Head 
Catalog Number: 04-11 
Dimensions: 4.6”H x 10”W x 2”D 


SG-2000 PowerTalk DSP Head** 
Catalog Number: 04-22 
Dimensions: 4.75H x 10W x 2D 


100 channels, user 
programmable and 644 
channels ITU voice and 
data, factory 
programmed. 

Up to 100 channels. 
LCD for frequency or 
channel, with 
annunciators 

Time of day or date 
Radio On/Off 

S-meter, forward or 
reflected power 

21 keys including 
power, up/down, all 
functions 

ITU programmed 
Voice operated with 
syllabic detection 
Internal 


Basic Mobile Head 
Catalog Number: 04-15 
Dimensions: 125 Hine 5:87 Wx 7.6) Ds 
(6.3”W with bracket) 
Aviation Head ** 
Catalog Number: 04-16 
Dimensions: 1.6”H x 6.3”W x 7.8”D 


1 to 99 
Rotary type knob 
Internal 

Two, red LED 1 inch high 


** speaker not included 


Intercom: 


Channels: 


Scan channels: 
Display: 


Clock: 
Timer: 
Metering: 


Keypad: 
Alarm generator: 
Squelch: 
Speaker: 


Channels: 
Volume Control: 
Speaker: 
Display: 


